
VEQOR TRAILERS SPEC SHEETS 
 

Roll Off Trailer 
 VRD- ROLL OFF TRAILER 

DIMENSIONS: 

 LENGTH: 14’ 
 WIDTH: 83” 

WEIGHT RATING 

 GVWR: 14,000 lbs 
 GAWR: 7,000 lbs 
 Empty Weight:  
 Load Capacity:  

FINSIH 

 Paint: Powder Coat 
 Prep: Grit Blast 

WARRANTY 

 Trailer: 3 Year Structural 
 Components: Depending on Provider 

TONGUE 

 Coupler: 2 5/16” Ball Coupler 
 Jack: 12,000 lbs Side Wind Drop Leg 
 Tongue Length: 63” 
 Tool Box for Pump, BaƩery, Charger 

and Owner items 
 Safety System: 3/8” Safety Chains, 

Electric Breakaway Kit, DOT 
Compliant ReflecƟve Tape 

FRAME 

 Tongue: 10” x 15 lbs/Ō I-beam 
 Side Perimeter: 10” x 15 lbs/Ō I-

beam 
 Crossmembers: 3.5” x 3.5” x 3/16” 

Tubing 
 Spare Mount: Located on Curbside 

Running Gear 

 Tires: 235/80R16 10ply Radial 
 Suspension: Spring 
 Axles: 2 7,000 lbs Axles 
 Brakes: Brakes on both axles 

Electrical 

 Marker lights: ¾” LED Bullet lights 
 Rear lights: 2”x6” oval LED Lights 
 Wiring: 7 way plug, All weather 

wiring 

Tilt Bed 

 Frame: 2” x 4” x 3/16” Tubing 
 Crossmembers: 2” x 4” x 3/16” 

Tubing 
 Latching System: Bin hook with 3/8” 

security chains 

LiŌ System 

 LiŌ: Scissor hoist with hydraulic 
Cylinder, Power up/Power down 

WINCH SYSTEM 

 17,500 lbs Steel wire Winch 

AVAILABLE UPGRADES 

 Goosneck Coupler 
 Wireless Hydraulic Remote 
 12T Telescopic Cylinder 
 8k Axles 
 14 ply Ɵres 
 17.5 Wheels/ 18 ply Ɵres 
 Electric Tarp 

 

 

 



VEQOR TRAILERS SPEC SHEETS 
 
VBN- ROLL OFF BINS 

DIMENSIONS: 

 LENGTH: 14’ 
 BOTTOM WIDTH: 60” 
 HEIGHT: 4’ 

WEIGHT RATING 

 Empty Weight: 2320 lbs 
 Load capacity: 11 cu.Ō. 

FINSIH 

 Paint: Powder Coat 
 Prep: Grit Blast 

WARRANTY 

 Trailer: 3 Year Structural 
 Components: Depending on Provider 

FRAME 

 Frame: 2” x 3” x 3/16” Square tube 
 Crossmembers: 3” Channel on 16” 

Spacing 
 Walls: 10G Steel w/ 10G supports on 

sides 
 Floor: 7G Steel 
 Rear Gate: Barn doors 

EXTRAS 

 Manual Tarp System 
 4 ½ Weld on D rings 

AVAILABLE UPGRADES 

 6’ Walls 

 

 

 

 


